
AEX Disable
Switch

3 - Red (12V in) 

1 - Black 

2 - White (12V Out)

4 - Green (12V out)

Throttle < 10% Switch

> 40 KIAS Switch

Throttle
< 10% Switch
(Can be DPST
for Red LED if

"UP" LED used)

Black:
+ GEAR UP

Grey:
+ GEAR DOWN

30A Auto
Extend Relay

30A
LG Up / Down

Switch

Down LED - Green

Up LED
 - Red

IT Up LED
- Amber

IT Down LED
- Blue

560 Ω
Current Limiting

Resistor

M

Thomson K2
Actuator

Power
Connector

Dim Resistor
3.6K Ohm

IT - Amber

< 90KIAS Switch

Switch Cover

Replace Blue & Amber In Transit LED's with
this if you only want only ONE IT LED

Remove Red LED & Throttle switch
if gear/throttle alarm is installed

+12V

Main
Bus Feed

+3.3V

< 350 ft. AGL

Laser Altimeter
Alarm Output
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1 to 4 AHr NG
Backup Battery

20A Fuse

25A Capable
Diode

25A Capable
DPDT Backup
Extend Switch

Use Backup Extend Battery / Switch
Circuit If Mechanical Extend System
Not Installed. Otherwise, connect via

red arrows as indicated

LED Connector
from Actuator
Limit Switches

Switch Cover

20A Fuse

Connect output of AE relay
directly to power connector

 if no Backup system
is used

Dotted Lines: 12 GA wire
Solid Lines:    22 GA wire

Latching
Relay


